














Stress Variation and Fatigue Strength off Out-of-Plane Gusset Welded Joints 








  The stress variation and fatigue strength of out-of-plane gusset welded joint on a steel I-section girder web has been 
examined when a load runs over the girder. Theses examinations are essential in order to establish the fatigue strength 
evaluation method in the stress field where the direction of principal stress changes. For this purpose, stress 
measurement tests and fatigue tests on the steel I-section girder specimen with out-of-plane gusset welded joints 
under the moving load, and finite element stress analyses for the specimen have been performed. The results indicate 
that the angle of shear stress and principal stress change with gentle slope due to the influence of vertical direction 
stress, the positions along weld toe in which the largest major principal stress occurs gradually changes by the load 























































試 験 体 の H 形 鋼 の 寸 法 は ， A 試 験 体 で
350x350x12x19mm，B・C 試験体で 340x250x9x14mm




図-1 は，B 試験体の形状と寸法を示す．A 試験体と
B 試験体の H 型鋼には，ガセット板を図-1 に示す 4 か
所に設置している．これらを S（南）側から WG1，
WG2，WG3，WG4，ウェブ上面では WG1 上，WG2





































中央の 3000mm である（図-2）． 
ひずみゲージは 3 軸ゲージ（ゲージレングス 3mm）
を，すべてのガセット（WG1~WG4）の端部（N，S）


















セット端から 100mm 離れた位置にも同じ 3 軸ゲージ
を貼付している．ただし，貼付したのは WG1-N，WG2-S，














板を中心として，長さ 600mm，高さ 80mm である．
ソリッド要素は 8 節点要素であり，溶接止端近傍の要










































































































最大値は 215 N/mm2 程度であり，WG2-N で求められ





















































































































繰り返し速度を 0.80Hz として 4 点曲げで行った．その



































































































図-10 WG2 上-N(100)での最小主応力 
































た．また，2 章で示した B 試験体 2 体（B3，B4），C
試験体 1 体（C2）を用いて疲労試験を行った．輪荷重
は B3 試験体で 250kN， B4 と C2 試験体で 200kN と
した．輪荷重の走行範囲は桁中央の 3000mm，その走






























B-1 WG3-SE  B-1 WG2-SE 








等モーメント区間 せん断区間 せん断区間 
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